
 

 

¶ Pan and tilt camera with 18x optical zoom and auto focus  

¶ Day/night functionality with images down to 0.005 lux  

¶ Two - way audio support  

¶ Simultaneous Motion JPEG and MPEG - 4  

High quality color camera  
AXIS 214 PTZ Network Camera is a high performance camera  for professional 

surveillance and remote monitoring. It combines a high quality color camera with the 

flexibility of remote pan/tilt/zoom through operator control.  

Remote pan/tilt/zoom operations 
The 18x optical motorized lens with auto focus makes it pos sible to zoom in on a small 

or distant object with exceptional clarity. The operator can easily track objects of 

interest with fast and high precision PTZ control using a mouse or joystick.  

Professional surveillance  
The AXIS 214 PTZ is designed for use in mid -sized businesses, such as retail stores and 

supermarkets, transmitting images over the local area network or the I nternet.  

¶ High - resolution camera with 704x576 pixels PAL, 704x480 NTSC  

¶ Built - in motion detection and powerful event management  

¶ Network security using multiple user access levels, IP address filtering, HTTPS 

encryption, IEEE 802.1X authentication  

¶ Supports Quality of Service (QoS)  which helps secure the necessary bandwidth for 

streaming video and control commands over a network  

¶ Supports Internet Protocol version 6 (IPv6) in addition  to IP version 4 (IPv4)  

¶ Powerful Application Programming Interface (API)  for software integration, including 

AXIS VAPIX and AXIS Media Control SDK. Flash memory for upload of embedded 

applications  

Note: Outdoor use requires weather -proof housing.  

http://www.axis.com/products/video/about_networkvideo/qos.htm
http://www.axis.com/techsup/cam_servers/dev/index.htm


 

Compact, outdoor-ready pan/tilt/zoom camera 

¶ Outdoor - proof  

¶ IP66 - rated protection  

¶ Easy to install  

¶ Day and night function  

¶ 360° pan with Auto - flip  

Outdoor-ready pan/tilt/zoom camera 

AXIS 215 PTZ -E Network Camera is an outdoor - ready, day and 

night pan/tilt/zoom camera designed for easy and cost - efficient 

installation in demanding indoor and outdoor environments such 

as parking lots, train stations and business premises.  

Demanding security surveillance 
  

Outdoor video surveillance  

AXIS 215 PTZ -E provides IP66 - rated protection against dust and water. The built - in 

heaters, fans and a removable sunshield ensure that the camera can be used in varying 

weather conditions and temperatures ranging from -20 °C to 40 °C ( -4 °F to 104 °F).  

 

The compact camera comes with a pre -mounted wall  bracket, as well as Ethernet and 

power cables for quick installation. A standard 1.5" NPT adapter is also included for 

other mounting possibilities; e.g., pendant -mounted on a ceiling.  

Auto-flip 
AXIS 215 PTZ -E enables advanced, remote pan/tilt/zoom control over IP networks. It 

can pan 360°, thanks to the unique Auto - flip functionality that allows the camera to 

simulate a continuous pan beyond the mechanical stop, thereby enabling an operator to 

continuously follow an object.  

The camera provides 12x o ptical and 4x digital zoom for detailed views of a zoomed - in 

area.  

  

 

  



IR mode for nighttime conditions 

AXIS 215 PTZ -E has automatic day and night functionality with 

a removable IR -cut filter, providing color video when there is 

sufficient light and high -quality black and white video in dark 

conditions.  

 

The camera supports simultaneous MPEG -4 and Motion JPEG 

video streams for optimization of both image quality and bandwidth efficiency.  

¶ High - resolution camera with 704x480 pixels NTSC, 704x576 PAL  

¶ Simu ltaneous MPEG -4 and Motion JPEG  

¶ Network security using multi - level password protection, IP address filtering, HTTPS 

encryption and IEEE 802.1X authentication  

¶ Supports Quality of  Service (QoS)  which helps secure the necessary bandwidth for 

streaming video and control commands over a network  

¶ Supports Internet Protocol version 6 (IPv6) in addition to IP version 4 (IPv4)  

¶ Powerful Application Programming Interface (API)  for software integration, including 

AXIS VAPIX and AXIS Media Control SDK. Flash memory for upload of embedded 

applications  

This product includes software developed by the OpenSSL Project for use in t he 

OpenSSL Toolkit. ( http://www.openssl.org )  

 

 

 

 

 

 

 

 

  

 

  

http://www.axis.com/products/video/about_networkvideo/qos.htm
http://www.axis.com/techsup/cam_servers/dev/index.htm
http://www.openssl.org/


 

Easy joystick control of Axis PTZ and dome 
network cameras 
AXIS 295 Video Surveillance Joystick 

¶ Easy to install and configure using USB interface  

¶ Durable high quality joystick  

¶ X/Y - axis for positioning and turning handle for zoom  

¶ 12 programmable push - buttons:  

2 on handle and 10 on base housing  

Cost-efficient solution for control of Axis PTZ and 
dome cameras 
The AXIS 295 Video Surveillance Joystick is designed for 

applications developed for video surveillance systems. The 

sensitivity allows for fast, flexible and secure operation with 

Axis network cameras with pan, tilt and zoom functionality.  

Seamless integration 
The AXIS 295 has a three -axis Hall -effect joystick, 12 

programmable push -buttons and USB interface. It integrates 

seamlessly with any video surveillance software platform recognizing joystick inputs via 

Microsoftôs DirectX. Easy to install, you just connect the joystick to the USB port on 

your computer and control the cameras.  

 

 



 

Advanced, outdoor-ready PTZ dome for 
demanding surveillance 

¶ Outdoor - ready  

¶ Arctic Temperature Control  

¶ High Power over Ethernet  

¶ Extended tilt range of 20° above horizon  

¶ 35x optical and 12x digital zoom  

¶ Multiple H.264 streams  

Demanding outdoor video surveillance 
AXIS Q6032 -E is an outdoor - ready PTZ dome network camera for cost -efficient and 

reliable installation in demanding surveillance applications. It is ideal for use at airports 

and seaports, as well  as for city and perimeter surveillance. The camera is powered 

through High Power over Ethernet. This simplifies installation since only one cable is 

needed.  

 
 
A 1 -port High PoE midspan  

is supplied with the camera  

Reliable operation in extreme climates 
Arctic Temperature Control allows the camera to not only function at -40°C  

( -40°F) but also power up at that temperature following a power failure. AXIS Q6032 -E 

can operate in temperatures from  

-40°C to 50°C ( -40°F to 122°F). It has an IP66 - rated protect ion against dust and 

water.  
  



Outdoor video surveillance  

Precise pan/tilt performance and high zoom 
AXIS Q6032 -E has a fast and precise pan/tilt response. In addition, it can tilt 20° above 

the horizon for a total tilt range of 220°, enabling better view s, especially over uneven 

terrain. It has 35x optical and 12x digital zoom. License plates can be read from a 

distance of 160 m (525 ft.) The camera has an auto - tracking functionality that can 

automatically detect and follow a moving object within the came ra's field of view.   

¶ Multiple, individually configurable H.264 and Motion JPEG video streams  

¶ Local storage with a built - in SD/SDHC memory card slot  

¶ Day and night functionality, progressive scan, 128x wide dynamic range, electronic 

image stabilization, and E- flip  

¶ Advanced security and network management features  

¶ Powerful Application Programming Interface (API)  for software integration, including 

AXIS VAPIX and AXIS Media Control SDK. Flas h memory for upload of embedded 

applications  

This product includes software developed by the OpenSSL Project for use in the 

OpenSSL Toolkit. ( http://www.openssl.org )  

 

 

 

 

 

 

 

 

 

 

 

http://www.axis.com/techsup/cam_servers/dev/index.htm
http://www.openssl.org/


 

AXIS Camera Station One 

¶ View and record live video  

¶ Event driven recording triggered by motion or external I/O  

¶ High quality recordings in H.264, MPEG - 4 and Motion JPEG  

¶ PTZ and dome camera control using mouse or joystick  

¶ Easy to upgrade to a 4 -  or 10 - base license of AXIS Camera Sta tion  

Single camera viewing and recording 
AXIS Camera Station One is a software solution for the simultaneous viewing and 

recording of high -quality H.264, MPEG -4 and Motion JPEG video from a single 

surveillance camera. AXIS Camera Station One is specially d esigned for use with Axis 

video products, and delivers superior results on a Windows PC, with no recording 

limitations in software. It helps you deter intruders, secure your garage or garden, or 

monitor your back door.  

All the necessary video recording and monitoring functionality 
AXIS Camera Station One provides complete monitoring capabilities and the interactive 

control of PTZ/dome cameras. Alarm alert functions and event -driven recording can be 

triggered by motion detection or external I/O events, and r ecorded incidents can 

instantly be found for immediate action. Upgrading to a 4 -  or 10 -base license of AXIS 

Camera Station  is easy.  

 
 

 

 

 

 

 

http://www.axis.com/products/cam_station_software/index.htm
http://www.axis.com/products/cam_station_software/index.htm


¶ Looking to just connect to a wireless router or wireless access point outside your 

home or business? : Then consider this outdoor client radio, our HD26158 is a 

complete power over ethernet, outdoor radio with a high gain integrated antenna 
only $159 ( Outdoor cl ient radio ).   

Understanding 802.11b & 802.11g (WiFi) Range  

 

  

I f your problem is the wireless range of your laptop or desktop then read this and follow 

the steps below.  
 

Wireless networking (WiFi ) at 2.4 GHz is a two -way system. Each device must be capable 
of both sending and receiving a signal equal distances. Think of it as two people, a 

substantial distance apart, throwing a ball to each other.  

 

Person A has to be strong enough to throw the ball, that substantial distance, to person B. 
Person B also has to be strong enough to throw the ball back, that substantial distance, to 

person A. If neither Person A nor B can throw the ball that distance they will not have 
much of a throwing game.  

 

Access points and wireless routers (as shipped from the manufacturer) have an advantage 
over laptop and desktop cards because they have a higher output power and therefore 

have the ability to send a signal further then most laptop and desktop cards. When a 
hig her -gain antenna is installed on a desktop card the output power of that device is now 

increased closer to the output level of the access point or wireless router therefore 
equaling the two devices. In some cases, the antennas of both the access point/wire less 

router and the desktop/laptop card may need to be replaced. This is if the distance you 

are attempting to achieve is greater than the capabilities of the access point/wireless 
router when using the (factory) antennas that came with your card.  

Access P oint To Client -side Device (WLAN/PCI Adapter Card)  

http://www.wirelessnetworkproducts.com/index.asp?PageAction=VIEWPROD&ProdID=1899


 

Output power of client -side devices with factory antennas 
are less than that of access points. A signal from an 

access point will travel farther than that of the client -side 
device.  

 

 

A high -gain antenna solution extends the range of the 
client -side device, increasing its power closer to that of 

the access point.  
(solution dependent on specific situation variables)  

 

 
Please note  that extending the range of your wireless 802.11b or 802.11g wireless device 

is only a piece of the whole puzzle. At 2.4GHz (the frequency that 802.11b and 802.11g 
WiFi operates at), Line -Of-Sight can be an important factor  

 

 

Defining Line -Of-Sight  

802.11b and 802.11g at 2.4GHz (equipped with and using a vertically (or linear) -polarized antenna ) 

requires unobstructed visual Line -Of-Sight (LoS). Unobstruc ted Line -Of-Sight means just 
that; there should not be trees, terrain, buildings, or structures between your two (antenna) 

points. Basically both antennas should physically see each other in an external outdoor 
bridge. The radio waves at this low frequency  will not penetrate metal, steel, concrete, 

cement, stone, brick, etc. very well, if at all. For interior applications, dry wall, sheet rock, 
and wood shouldn't be a problem.  

 

Surrounding the visual Line -Of-Sight is the Fresnel zone (image 1). Any obstruc tions that 
come into the Fresnel zone, although not obstructing the visual Line -Of-Sight, may also slow 

down, hinder and effect your signal. The radio waves may deflect off of those obstructions. 
This is called Near Line -Of-Sight (nLoS, image 2). Although you may see a slight signal with 

nLoS situations, your data transfer rate may decrease. You may find you are incapable of 

accessing the Internet. An obstruction that cuts across the visual Line -Of-Sight and prohibits 
an optical visual between the two anten nas in your bridge is considered Non -Line -Of-Sight 

(NLoS, image 3). Any signal, in this case, will be minimal or non -existent.  

http://www.wirelessnetworkproducts.com/increasingwirelessrange.aspx#vp_vs_mp


 

 

PS2-17D, Ubiquiti PowerStation2 Outdoor AP, Bridge, CPE, 400 mw 2.4GHz 802.11B/G radio 

with a 17 dBi internal antenna  

MSRP:  $179.00  

Direct Online Discount Price:  $159.00  

Detailed Description 



 

 

 

Ubiquiti Networks 

PowerStation2 (PS2 -17D)  
The Highest Performing 

2.4GHz AP, Bridge, CPE in 
the WISP Market Featuring 

Adaptive Antenna Polarity 

(AAP) Dual Polarity 
Technology ubnt ubiquiti  

PS2-17D  
 

17dbi dual polarization 

version PowerStation is a 
versatile open architecture 

802.11 based outdoor 
wireless platform that can 

be used as an AP, Bridge, 
PMP Station, Mesh 

networking client, and in 

many more applications 
being developed. It  

features exceptional radio 
and antenna design which 

allows links to be 

established over distances 
of 50km and can provide 

significantly increased 
throughput (up to 50+Mbps 

TCP/IP) over other 
solutions in comparable 

environments. Additionally, 

Ubiquiti has  made public 
Linux SDK and toolchain 

resources for developers. .  

 

Features:  

Processor Specs  Atheros AR2316 SOC, MIPS 4KC, 180MHz  

Memory Information  16MB SDRAM, 4MB Flash  

Networking Interface  2 X 10/100 BASE -TX (Cat. 5, RJ -45) 

Ethernet Interface  

Wireless Approvals  FCC Part 15.247, IC RS210  

RoHS Compliance  Yes 



Outdoor Range (BaseStation Antenna 

Dependent)  

over 50km  

Max Power Consumption  6.5 Watts  

Power Supply  12V, 1A (12 Watts). Supply and injector 

included  

Power Method  Passive Power over Ethernet (pairs 4,5+; 

7,8 return)  

Operating Temperature  -40C to 85C (System PCB optimized for hi -

temp)  

Operating Humidity  5 to 95% Condensing  

Shock and Vibration  ETSI300 -019 -1.4  

 

 

  

 

More Information, Resources &  Support  

¶ Data sheet  

¶ Firmware upgrade links  

 

¶ Ubiquiti Quick Setup  

¶ Ubiquiti Full Guide  

¶ Ubiquiti Reseller Application (.xls)   

 

 

 

 

 

 

 

 

 

 

 

  

 

 

http://www.wirelessnetworkproducts.com/download/hd26157_specs.pdf
http://www.ubnt.com/support/airos.php
http://www.ubnt.com/support/airos.php
http://wiki.ubnt.com/wiki/index.php/AirOS-Quick_Setup_Guide#AirOS_Quick_Setup_Guide?lang=en&laurel=on&cal=0
http://wiki.ubnt.com/wiki/index.php/AirOS
http://www.wirelessnetworkproducts.com/download/ubiquiti_reseller_app.xls


 

Digital Products  

DVR  

 

DG0412D(UK) 

 

 

 

Click here to.........  

Specification.........  

User Manual.........  

 

 

Benefits 

  
R.E.T.R:  

  
Remote Independent Operation:  

  
Huge Storage Capacity:  

  
DVD Writer Backup Function :  

 

DG0412 4ch MPEG4 DVR  

  Best digital security guard with top branding's features.  

 

Connection 

  

 

 

Features 
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  ¶  MPEG4 DVR Technology to provide clear images with real-time performance locally, 

and faster network transmission remotely  

¶  Graphical & Multilingual OSD Interface for easier operation  

¶  Remote Independent Operation allows you to individually see the live view of a single 

channel without changing the display setting from AP side  

¶  Intelligent Motion Trigger Recording (R.E.T.R) to activate event recording 

automatically when any alarm is triggered with 8MB pre-alarm recording, and send images 

to the designated E-mail address / FTP address 

¶  Excellent CIF Image Quality and Performance for Clearer and detailed images  

¶  Huge Storage Capacity (Up to 750GB Storage Capacity)  

¶  Free Upgrade to Advanced DVR Functions without any charges  

¶  Backup recorded data with USB 2.0 flash drive or DVD writer, or via network  

¶  Remote Surveillance up to 5 users simultaneously via the licensed software AP & IE 

web browser  

¶  Multiplex Operation to support live display, record, playback, backup, and network 

operations at the same time  

¶  Covert Recording to replaces the live image with a blank screen and the monitor shows 

nothing, but the recording is still on  

¶  A/V support 

+Support 2 audio-in, 1 audio-out to record sounds  

+Support VGA output to monitor (optional)  

¶  General 

+ Support IR remote control 

+ System auto recovery after reconnected 

+ Support PTZ camera operations 

+ Support daylight saving function 

+ Support manual / timer / motion / alarm / network recording 

+ Ensure the authentication of record images with Watemark function 

+ Support TCP/IP, PPPoE, DHCP and DDNS network connection  

 

 

 

 

 

 




